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4) Remove the water toner case; then, re-
move the 5 screws [1], and disconnect
the 4 connectors [2] to detach the waste
toner case base [3].
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5) Remove the E-ring [2] at the tip of the
waste toner pipe [1], and shift the bush-
ing [3] up to remove the 2 screws [4];
then, detach the waste toner pipe [1].
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6) Remove the screw [1], and detach the
drum cleaner pipe cover [2].
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7) Disconnect the 4 connectors [1], and
remove the 5 screws [2]; then, detach
the drum drive assembly [3].
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b. Removing the Cassette Pickup Drive Assembly
1) Remove the waste toner case base.
2) Remove the cassette pickup assembly

(upper, lower).
3) Remove the 5 screws [1], and detach the

cassette pickup drive assembly [2].
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10.4.5 Switches
a. Removing the Front Cover Switch Assembly
1) Remove the control panel unit (See

10.4.2.a.b.).
2) Remove the 3 screws [1], and detach the

cover switch assembly [2].
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3) Disconnect the 3 connectors [1], and
detach the cover switch assembly [2].
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b. Removing the Manual Feed Tray Switch Assembly
1) Remove the process unit cover (4

screws).
2) Remove the 2 screws [1], and discon-

nect the 2 connectors [2]; then, detach
the pre-transfer charging assembly fan
[3].
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3) Disconnect the 3 connectors [1], and
remove the screw [2]; then, detach the
potential sensor PCB [3].
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4) Remove the screw [1], and disconnect
the 2 connectors [2]; then, detach the
manual feed tray switch assembly [3].
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c. Removing the Drum Heater Switch Assembly
1) Remove the rear cover (See 10.4.1.e.).
2) Remove the left lower cover (4 screws).
3) Remove the 3 screws [1], and discon-

nect the 7 connectors [2]; then, de-
tached power cord base [3]. thereafter,
free the fixing claw to detach the drum
heat switch [4].
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10.4.6 PCBs
For the following, see their appropriate sections:
• Transformer PCB

(2 “Original Exposure System”)
• Reader controller PCB

(2 “Original Exposure System”)
• Differential PCB

(2 “Original Exposure System”)
• Hard disk

(3 “Image Processing System”)
• Control panel controller (CPU) PCB

(10.4.2 “Control Panel”)
• Control panel inverter PCB

(10.4.2 “Control Panel”)
Control panel PCB
(10.4.2 “Control Panel”)
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a. Removing the DC Controller PCB
1) Remove the rear cover (See 10.4.1.e.).
2) Disconnect all connectors of the PCB,

and remove the 4 screws [1]; then, de-
tach the DC controller PCB [2].
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